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SPARK D-FUSER » v25 Controller Only Notes

If you already had a 1T-C2-750 processor and bought the
controller by itself, you will need these instructions as well as

the main v25 Software and Setup document.

Question

Do you have a Windows PC with RS232
socket? The RS232 can be either built-in
on via a USB adapter.

If YES - you will install v415 of the
TVOne Firmware, and use the v415
controller configuration file. Do the ‘PC’

steps in the following pages before

returning here.
If NO - you will use the v279 controller

configuration file.

Follow main document until step 5

0 o0 o SPE-DVIMIR -y 24-02 . .
S neres, 22.6 CA avallable As the processors have different lists of
- resolutions, we need to update the
SPXDF INI Store matrone i spark.dat controller configuration file to reflect what
I- is on your processor. The v25 download
includes settings files for the three
SPC-OVIMXR w2402 Bin SPDF.in
versions of 1T-C2-750 firmware out
there, they are in the ‘SPKDF INI Store’
folder.
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Replace SPKDF.ini with vXXX version

000N | Config Fite Szore

J Bems, 2247 CR avalubie

On the MBED drive, you need to replace
the SPKDF.ini file with the

snr,-‘-::rg n SPKDF :41', i mr_nf,.“ - appropriate .ini file from the store folder.
Duplicate the file, rename to ‘SPKDF.ini’,
and then move it to the root of the MBED
drive, and accept the prompt to overwrite
the existing file.

Use v279 for stock units.

Use v415 if you've followed the PC

update instructions.

Continue with main instructions.

You're back in with step 6: disconnect

and close.
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SPARK D-FUSER » PC Installation of Extra Resolutions

v415 Firmware plus TripleHead resolutions

PC 1 Download v415 TVOne firmware

Download the firmware installer program
from the TV One website. The v415

firmware has better EDID functionality

ﬁ —\\_ TECH SUPPORT Nf'! NEWSLETTER  CMECK B-STOCK lf“$'lﬂ'0 CONTACT US  LIVE NELP

than the stock firmware.

Technical Support - Firmware Downloads Page:
[ ome 2 http://tvone.crmdesk.com/answer.aspx?
aid=398
-‘l for W Wndows Softwere and one for e Ut » H H
R sk g g ! °‘ Direct Link:
S5 3ené 101855 http://tvone.crmdesk.com/image.aspx?
et 19:58:30
mode=file&id=10273

PC 2 Setup PC for Firmware load

Run the installer you just downloaded.
Connect your processor to the Windows
PC.

Computer i -> Start Menu

Otidtist ool 3 -> CORIO2 Firmware Update Tool

Devices and Printers
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PC 3 Setup PC for Firmware load

| fFile Tools About You may need to set the correct COM
port, use the Tools menu of the Update

Tool to do so.

| 0%

PC 4 Load custom firmware

' File - Tools - About -> Update Firmware
This likely take around five minutes on a
PC with a native RS232 port. Using a

USB-RS232 adapter, it can take much

Programing Complete. ..

more - ie. 20 minutes.

Update Femware

PC 5 Setup PC to load resolutions

Fie Melp

Ensure the firmware updater is closed.

Select Conbgure Scalers %o Read Progeam and change an exsting scaler propery
Once corligured selact the required Yool from the icors balow Download and install TV One’s
lw ‘ CORIOTools.
— - - e http://tvone.crmdesk.com/answer.aspx?

& @ Ui aid=8785

- = Once installed
& @ < | .
ran 4 Rt -> Start Menu -> CORIOTools Suite

’ -> Configure Scalers

@
@0
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PC 6 Detect processor

| Cortigure scalers alows multpie scalers 12 Be assgred. named and tested Floase select a pent bor o N
accondingly
Testverbos Pe seaier Connecton and alows 4 seigs 1 be Read and Virten - Test
per B s et s o -> (Should find the scaler)
A Dane -> 0K
-t o
COMs -
Teu Team | [TemedK
Reas | Fest ofunts
Vete iz e _ Wirte to ol urta
w Fsoh puor
Ouput Window Sengs ot Setrge
Presets
33 Y Femove oK
PC 7 Detected OK
Selact Conbigure Scalers 1 Read Progeam mnd changs an The buttons will no longer be greyed out.

d Yool hom B icons below

PC 8 Load SPKDF Settings

000 ¢ " . .

L) © tes soaiavcoux e el 0/» Download and extract the settings file for
CorioTools with extra resolutions.

Index of /
http://files.sparkav.co.uk/SPK-

s e ooy o DF-750.xml.zip

W) SPE-DEIS0smizip  06-Dec-2012 1626 SOK

%) SPK-DVIMXR-v24-02.zip 05-Dec-2012 18:42 91K

8] robosrxs 01-Oce-2011 1441 25

5] spark-dfuser-v24stan-10. 9af 02-Dec-2012 21:34 1.0M

Apache Server i files sparkav.co xk Porr 80

. Cpen Rmy 1Mok AU an (3 /S -0F - TS0 A 305 W 3 e 3l
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@ Open | #S| PC 9 Load SPKDF Settings
6;"—.——:1‘(“ » Documents » 9(~D\W-Cmc?m‘)“h ;10; | oo S2X-DVMR-Corie o »p
P T . 1 -© Back in CorioTools

i Fovostes % Documents library OIS By -> Flle Menu
M Desinep PE-DVINUR-C omso T ook -

.::‘:“ e & Oate recddmd Trpe e -> Load
o < PK-DFTR 1610/2002 1247 T Decumant

-> Select the downloaded file

o Libranes
+ Docemnents
& Mesc
- Pctuses
B videss

& Computer
& BooTCAMP (C)
o Macinaesh MO T = ¢ » '

Fie name: SPK.0F.7%0 o [0 Foecamt) o

_— PC 10 Get back to main CorioTools
G coftosts ute screen

Fle Hep
Seloct Confgure Scalers 1 Read Program and change on extng scler trogedy.

Once configured select B roaured Toal bam Be wom below

Close the new windows that open —

hitting OK if prompted — so all that is left

is the original CorioTools window with the

.

: grid of coloured buttons.
Clesng ths page witheut st Seeng The Confguratian mill Couse any
Edited charges tc be lowt, continue!
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PC 11 Open Resolutions Window

Fie

‘ Select Condgure Scalers %o Flead Progeam and change an exsting scaler property -> Resolutions

Once corfigured select the requred Tool hom B icons below

PC 12 Write resolutions to processor

Fle  Caiculation Mode  Help
Comate N Raschon | Achvanced Crate & Bkt Flesckiion | Sceer Vel . .
- s oo i i ¥ S el S e e e e s P e e Scroll to the bottom of the resolution list.
SPOF R0 (1TC37%0 . The last three entries should end with
P #0001
Hoseortd Votce Faame it Vaadaced ‘MTX SPARK’.
x [ ] L . .
-> Write to unit
Cumon Yore
Constran Aspect tio
o €3
Synchroniration L}J o [ﬂ -
Horoorts Vencel
Cavume Vete s ure
Name Hihan Vet rreg Wlots Victs WS Vi HPce Woe S Fags
28805 900 600z R0 820 b 55952 20 2 2 4 12 4 Ll
1600 800 MTX SPA 1600 0 mn 212 [+ ] 1% " %0 )} N R
2048 AMTXSPA. 202 xe 42383 %88 0 o n e n NP R
1520 £30 MTX SPA 1920 45 s 2600 25 20 15 » N R

PC 13 Writing, Done

Witing SPK DF 750 Resolution Once the progress bar is finished, we're

_ done on the PC.
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